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Eurovent GEO LINE

TECHNICAL DATA SHEET

Technical data:

Advantages:

• easy and simple to montage 

• fitted to foundation foil 

• corrosion resistant

Finishing profile designed for installing foundation foil. 

Its shape allows for perfect adhesion of the upper edge of 

the foil to the insulated area. 

Parameter Value

Material PVC - UV resistant

Dimensions

Length: 2 rm
Width: 7 cm
Fold: 1 cm
Openings: 13 openings by approx. 15 cm each

Color Black

Packaging Package 20 pcs - foil;  2000 pcs on a pallet

Application:

The finishing section for dimpled foundation foil is used to esthetically finish the top part of vertical isolation. 

It is very effective in masking unevenness of the cut pieces. They also protect the foil from damage and 

dirt. Thanks to using the finishing sections, you can cut the pieces of foil with more tolerance. The shape of 

the finishing section is designed in such a way, that the top edge of the foundation foil fits very well to the 

insulated surface. The finishing sections have bean-shaped holes, enabling montage using special nails and 

pegs. If you want to montage the section to Styrofoam you can use special snail-shaped screws. 

Contained information, advice and guidance is given based on our knowledge, researches, experiments and in good faith. We are 
not responsible for the consequences of improper or incorrect use of our products. Each user of this material will ensure in every 
possible way, including an examination of the final product in the relevant conditions, the suitability of supplied materials to achieve 
the objectives pursued by him.

Product information can be found on the website: www.eurovent.de Update date: 11/2015
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Storage / transport:

The finishing sections should be stored at a temperature not higher than 45 °C (there is a risk of deforma-

tion under high temperature), in dry, covered, free of moisture and direct sunlight areas. Please transport 

using covered means of transport, properly secured from damage. During transport safety regulations 

must be observed. Please protect the finishing sections from chemical agents, in particular solvent-based 

substances, as they may cause damage and reduce the technical parameters, or permanently damage the 

product. 

Additional information :

Please montage along with the foundation foil. Apply pressure on the foil using the section, to press it to 

the surface. When you montage the section correctly, it creates a tight and esthetic combination with 

foundation foil, at the same time leaving enough room for good air ventilation between the foil and the 

surface. The bean-shaped holes have 4x10mm. If you put them every 15 cm you can correct the setting of 

the profile. 

For cleaning and maintenance purposes you can use regular cleaning products. Please refrain from using 

organic solvents, chlorine or ammonia. If you have doubts weather the cleaning product is suitable to use, 

please test it on a part of the section that is not noticeable.

The product is under warranty, providing that the guidelines contained in technical data sheet are being 

obeyed. We reserve the right to refuse a complaint recognition in case of not following these guidelines.
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